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Traditionelle wandinstallierte Waschbecken Mischarmatur Staffordshire.
0,5bar Minimum, 1,0bar empfohlen

Chrom poliert (abgebildet)

Staffordshire traditional wall mounted basin mixer
0.5bar minimum, 1.0bar recommended

Polished chrome (shown)

Staffordshire grifería tradicional de lavabo (montaje en pared) 
Minimo 0,5 bar, 1,0bar recomendado

Cromado brillante (ver foto)

Tradizionale miscelatore per lavabo montato a muro
Minimo di 0,5 bar, 1,0bar raccomandata
Cromo metallico lucidato (mostrato)

Mélangeur mural rétro Staffordshire pour vasque
Minimum 0,5 bar, 1,0bar recommandee

Chromé (voir photo)

STA-10-PC  Polished chrome, Chrom poliert, Chromé, Cromado brillante, Cromo metallico lucidato

STA-10-BN  Brushed nickel, Nickel gebürstet, Nickel mat, Níquel satinado, nickel spazzolato

volcanic limestone baths

Staffordshire 10

Low Lead (California) AB1953: File No. 8251

NSF Drinking Water: File No. N-8292

cUPC listing by IAPMO: File No. 8086

Massachusetts Code: Pending
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Pressure (bar) 0.5 1.0 1.5 2.0 3.0 4.0 5.0
Flow (lpm)* 13 19 23 27 33 38 42
*Through Bath Filler

volcanic limestone baths
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Staffordshire 10

STA-10

hot

52mm/ 2”

171mm/ 6 ¾”

147mm/ 5 ¾”

82mm/ 3 ¼”

Handles Shown in OFF position

Check Valve On Each Inlet

vic

tori
a + albert

coldhot

82mm/ 3 ¼”

203mm/ 8”

15mm
Compression
Fitting

Ø 56mm/ 2 ¼”

Low Lead (California) AB1953: File No. 8251

NSF Drinking Water: File No. N-8292

cUPC listing by IAPMO: File No. 8086

Massachusetts Code: Pending


